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Angle Bracket Sets  X 8 is suitable for the power-lock con-
nection of profiles to each other with no machining, both 
as an additional reinforcement of profile connections and 
as an element for fastening any components to profiles.

When used as a reinforcing element at points where large 
profiles are joined, several Angle Brackets may be used 
in parallel.

Note: The maximum permissible tensile load-carrying 
capacity of the profile groove should not be exceeded!

Note: Special washers are used for Angle Brackets X 8 
due to the screw length and to improve the application of 
clamping force.

Angle Bracket 
Sets X 8

Angle Bracket X 8 40x40 F < 1,000 N ^  F x l <    50 Nm
Angle Bracket X 8 80x80 F < 2,000 N ^  F x l <  150 Nm

The load-carrying capacity is to be checked based on 
both conditions.

  Angle Bracket Set X 8 40x40
Angle Bracket X 8 40x40 Zn, die-cast zinc, white aluminium  
Angle Bracket Cap X 8 40x40, PA-GF, grey 
2 Button-Head Screws ISO 7380-M8x18,  
St, bright zinc-plated 
2 washers 13.9x13.9x2 St, bright zinc-plated 
2 T-Slot Nuts 8 St M8, bright zinc-plated  
m = 150 g
1 set 0.0.601.62

  Angle Bracket Set X 8 80x80
Angle Bracket X 8 80x80 Zn, die-cast zinc, white aluminium  
Angle Bracket Cap X 8 80x80, PA-GF, grey 
4 Button-Head Screws ISO 7380-M8x18,  
St, bright zinc-plated 
4 washers 13.9x13.9x2 St, bright zinc-plated 
4 T-Slot Nuts 8 St M8, bright zinc-plated  
m = 360 g
1 set 0.0.601.61
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Hinges X 8, heavy-duty can be used to connect profiles 
at any angle within a range of 180° and as heavy-duty 
hinges (adjustment range ± 90°). 
In conjunction with spacer rings, Hinges, heavy-duty are 
freely movable. Removing the spacer rings enables them 
to be used as rigid angle elements, a strut for example, 
and they can also be pinned if required.

For Screws and T-Slot Nuts, see Section 3 of the MB 
Building Kit System Comprehensive Catalogue.

Hinge X 8 40x40, 
heavy-duty

Hinges, heavy-duty with Clamp Lever can be secured and 
released again. They are ideal for adjustable holders, 
slewable arms for Parts Containers and similar items.

A Hinge X 8, heavy-duty can be fixed at any angle by 
pinning (a).

Calculation of the strut length L:

L =  √
_____

 x2 + y2    - 2z

Dowel Screw  Nut Connection
DIN 6325           ISO 7380      DIN 439 rigid movable

a b c d e F1 F2 F1 F2
4m6x40 12 mm            M8x16          M8 5.0 mm 5,000 N  1,000 N 750 N 750 N

New Products 04/2007 Basic Elements
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  Hinge X 8 40x40, heavy-duty
2 hinge halves X 8 40x40, die-cast zinc, white aluminium  
4 fixing elements, die-cast zinc, bright zinc-plated 
2 thread bushes M8, St, bright zinc-plated 
2 spacer rings, St, stainless 
2 Countersunk Screws DIN 7991-M8x10, 
St, bright zinc-plated 
m = 310 g
1 pce. 0.0.601.12

  Hinge X 8 40x40, heavy-duty with Clamp Lever 
2 hinge halves X 8 40x40, die-cast zinc, white aluminium  
4 fixing elements, die-cast zinc, bright zinc-plated 
Thread bush M8, St, bright zinc-plated 
Bush liner, St, bright zinc-plated 
Spacer collar, St, bright zinc-plated 
Clamp lever M8x40, die-cast zinc, grey  
m = 390 g
1 pce. 0.0.601.13
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2 Floor Elements X
Adjustable Feet X 
Castors 
Accessories for Floor Elements

New Products 04/2007 Floor Elements
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The range of floor elements X includes: 
· Adjustable feet for fixtures and enclosures 
· Castors for equipment, containers and other mobile 
applications 
· Base Plates/Transport Plates for connecting adjustable 
feet and castors to any applications

The forms of the various floor elements X are adapted to 
the profile contour X.

In addition to the special floor elements X, other floor ele-
ments from the MB Building Kit System can also be used 
(see Section 2 of the MB Building Kit System Comprehen-
sive Catalogue).

Knuckle Feet X are infinitely adjustable in height and are  
suitable for all kinds of equipment. 
Depending on the application, Knuckle Feet can be fitted 
in the core bores of the profiles or in conjunction with 
Base Plates/Transport Plates. 
They can be extended with the appropriate Inserts and 
Foot Clamps. The minimum foot height is obtained by 
removing the locking nut. 
Unevenness is compensated by a ball and a ball socket.

Accessories extend the range of applications of the 
Knuckle Feet: 
·  Rubber Inserts can be used to immobilize items and 
protect the floor from damage. They can be retrofitted to 
the adjustable feet. 
·  The Foot Clamp X D80 is used in conjunction with sets 
of floor fasteners to attach Knuckle Foot X D80 to the 
floor or wall.

Knuckle Foot Load F 
(vertical)

Slope 
α

X D40, M8x60

X D40, M8x80

X D40, M10x80

X D80, M16x100

1,500 N

1,500 N

1,500 N

10,000 N

      15°
      15°
      15°
        7°

 

 

  Knuckle Foot X D40, M8x60
Spindle 13 A/F, St, bright zinc-plated 
Foot plate, PA, grey 
Hexagon Nut DIN 934-M8, 13 A/F, St, bright zinc-plated 
amax. = 50 mm 
amin. = 25 mm (without nut) 
m = 38 g
1 pce. 0.0.602.44

  Knuckle Foot X D40, M8x80
Spindle 13 A/F, St, bright zinc-plated 
Foot plate, PA, grey 
Hexagon Nut DIN 934-M8, 13 A/F, St, bright zinc-plated 
amax. = 70 mm 
amin. = 25 mm (without nut) 
m = 45 g
1 pce. 0.0.602.46

  Knuckle Foot X D40, M10x80
Spindle 17 A/F, St, bright zinc-plated 
Foot plate, PA, grey 
Hexagon nut DIN 934-M10, 17 A/F, St, bright zinc-plated 
amax. = 65 mm 
amin. = 25 mm (without nut) 
m = 64 g
1 pce. 0.0.496.02

Knuckle Feet X
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  Magnetic Catch X
Housing base, die-cast zinc 
Housing cap, PA-GF, grey 
Flat head screw DIN 921-M5x6, St, bright zinc-plated as a 
holding plate 
Button-Head Screw ISO 7380-M5x16, St, stainless 
m = 38 g
1 set 0.0.601.70

Magnetic 
Catch X

Magnetic Catch X is used primarily to keep swing and 
sliding doors shut. 

Integrated positioning aids provide two different rebate 
depths. By breaking off the positioning aids, it is also 
possible to adjust Magnetic Catch X to any rebate depth 
over the range 0 - 10 mm. There is a slot in the housing 
base for this purpose.

In order to screw Magnetic Catch X onto the groove of a 
Profile 8, the integrated screw can be turned through the 
bore in the housing (3 A/F). If the Magnetic Catch  is to 
be fastened using another screw, the plastic housing cap 
must be removed to replace the screw.

Holding force F = 20 N
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Magnetic Door 
Stop 8

The Magnetic Door Stop is a system element for limiting 
the movement of closed doors and keeping them in 
place. Once the door has been swung against the Door 
Stop, it is held in place by the built-in Magnetic Catch.

For profiles with closed grooves, the groove cover must 
be removed to insert the T-Slot Nut and anti-torsion lugs.

Note: 
When tightening the fastening screw, the stop plate’s 
anti-torsion lugs are press-fitted in the profile groove, 
immobilizing the Magnetic Door Stop.

  Magnetic Door Stop 8
Housing, PA-GF 
Insert plate, St, bright zinc-plated 
Stop plate, St, bright zinc-plated 
2 T-Slot Nuts V 8 St M5, bright zinc-plated  
Countersunk Screw DIN 7991-M5x12, St, bright-zinc-plated 
Countersunk Screw DIN 7991-M5x14, St, bright zinc-plated 
m = 76 g
grey, 1 set 0.0.600.73
black, 1 set 0.0.601.30 

The Door Stop is fastened to the groove of the Profile 8 in 
the outer frame and forms an end ramp and the limit stop 
(limiting the penetration depth for the modular dimension 
40 mm).

Holding force F = 40 N

When designing the door dimensions, the thickness  
(4.5 mm) of Magnetic Door Stop 8 must be taken into 
account.
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Technische Änderungen und Irrtum vorbehalten.  
Alle Rechte vorbehalten. Verwendung von Texten und 
Abbildungen bzw. Nachdruck — auch auszugsweise —  
nur mit unserer schriftlichen Genehmigung. Dies gilt 
insbesondere für die Vervielfältigung, Übersetzung oder 
die Verwendung in elektronischen Systemen.
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RS Building Kit System

Are you already familiar with the entire item 
portfolio?

Profiles St 8

MB Building Kit System

Technical modifications and errors reserved.  
All rights reserved. Use of texts and illustrations or 
reprints of any kind only permitted with our prior written 
consent. This applies in particular to reproduction, trans-
lation or use in electronic systems. 
 
              is a registered trademark of 
item Industrietechnik GmbH. 
© item Industrietechnik GmbH 2007

Patents 
Many of the components and products contained in this 
catalogue are subject to industrial property rights. Any 
copying of protected products is a violation of these 
rights and, as such, shall be liable to compensation. Data 
and illustrations in this catalogue do not discharge the 
user from the obligation to carry out his own checks to 
determine whether the industrial property rights of third 
parties are infringed.

Product liability 
item shall be liable, within the framework of the appli-
cable legal provisions, for the promised characteristics 
of the products shown in this catalogue. Any claims for 
liability above and beyond such – in particular relating to 
products created by third parties using products included 
in this catalogue - are expressly excluded.

Conditions of use 
The products in the item MB Building Kit System are suit-
able for use in dry conditions and over the temperature 
range -20°C to +70°C. item must be consulted where 
products are to be used for applications outside these 
limits.

Conformity with Directive 2002/95/EC (“RoHS”) 
item has made a voluntary undertaking to refrain from 
using hazardous substances as defined in Directive 
2002/95/EC in the products it sells, irrespective of their 
subsequent purpose which, in the majority of cases, does 
not fall under this Directive. As a result, the products list-
ed in this catalogue comply with Directive 2002/95/EC.

Concept, design and realization 
item Industrietechnik GmbH, 
Technical Documentation Department

Photographs 
item Industrietechnik GmbH

Information material
If you require information material, please get in touch 
with your distribution and service contact. 
Or you can visit us at our website: www.item.info
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